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An electrically tunable Fresnel zone plate lens is demonstrated using nanoscale polymer-dispersed
liquid crystal droplets. In the voltage-off state, the zone plate behaves like a positive lens. The
measured diffraction efficiency is close to the theoretical limit and is controllable by voltage. The
major advantages of such a Fresnel lens are simple fabrication, large aperture size, polarization
independent, and fast switching speed, although the required operating voltage is relatively
high. © 2003 American Institute of Physics. @DOI: 10.1063/1.1604943#
An electrically tunable liquid crystal ~LC! lens is a criti-
cal component for optical information processing, optical in-
terconnection, beam deflector, and three-dimensional ~3D!
display systems. Various LC lenses have been developed1–10
wherein the zone-plate Fresnel lens is most promising. In
comparison with the refractive lenses, the Fresnel lens is
simple to fabricate with large aperture size. Fresnel lenses
are suitable for long distance optical communication, optical
distance measurement, and space navigation. In a binary-
phase planar Fresnel lens, the phase difference between the
adjacent zones can be tuned by the applied voltage. Maxi-
mum diffraction occurs when the phase difference is equal to
an odd multiple of p while no diffraction occurs for an even
multiple of p. Through diffraction, the Fresnel zone plate
works as a focusing element.
Two techniques have been developed for fabricating LC
Fresnel lens. One is to etch the indium-tin-oxide ~ITO! elec-
trode by electron beam lithography to form a zone plate3,5
and the other is to make the two neighboring zones with
orthogonal LC directors.4 However, these fabrication meth-
ods are rather complicated. Recently, we have demonstrated
a tunable electronic lens using a gradient refractive index
nanoscale polymer-dispersed liquid crystal ~GRIN PDLC!.11
The key element for fabricating the GRIN PDLC lens is a
patterned photomask with circularly variable optical density
in the radical direction.
In this letter, we report the fabrication of a Fresnel lens
using a photomask with zone plate patterns. The LC/
monomer in the zones cured with a higher UV intensity lead
to smaller LC droplets. Conversely, the zones with a weaker
UV exposure result in larger nanoscale droplets. When a uni-
form voltage is applied to the zone plate, the refractive index
~or phase! of the zones with larger LC droplets are changed
so that the beam diffraction efficiency and the focusing be-
haviors of the lens can be adjusted. Since the nanoscale LC
droplets in the polymer matrix are randomly distributed, the
lens is polarization independent and exhibits a fast switching
time.
Figure 1 illustrates the fabrication method of a Fresnel
lens using nanoscale PDLC. The key element is the photo-
mask ~right! which has transparent odd zones and opaque
even zones. Our photomask was produced by etching a chro-
mium oxide layer using electron beam lithography. The ra-
dius r1 of the innermost zone is 0.5 mm and the radius of the
nth zone (rn) is given by rn25nr12 , n is the zone number.
Our Fresnel zone plate consists of 80 zones in 1 cm aperture.
In our experiments, we mixed 26% nematic E48 LC
(Dn50.231 and D«;12.5) in an UV curable prepolymer
NOA81 ~Norland! host. Since NOA81 is sensitive to UV, the
polymerization rate is relatively fast. The E48/NOA81 mix-
ture was injected into a homogeneous LC cell composing of
ITO-coated glass substrates. The cell gap is d515 mm. The
bottom substrate surface is in proximity contact with the
photomask. To avoid incomplete polymerization in the
opaque zones, we illuminate the LC cell from both sides. A
strong UV light (I;25 mW/cm2) illuminated from the bot-
tom ~photomask! and a weak UV light (I;10 mW/cm2)
from the top of the cell for 20 s. Thus, the odd zones expe-
rience a higher UV intensity (I;35 mW/cm2) than the even
zones (I;10 mW/cm2) so that their droplet sizes are
smaller. In both zones, the PDLC droplets are in subwave-
length scale. Thus, they do not scatter visible light and their
electro-optic properties are independent of the incident light
polarization.
The odd zones of the prepared PDLC sample is highly
transparent in the voltage-off state, while the even zones ap-
pear slightly bluish which implies the formed LC droplet is
comparable to a blue wavelength. The Fresnel zone plate was
inspected using a polarizing optical microscope where the
sample was set between two crossed polarizers. At V50, the
birefringence colors of the Fresnel zones can be clearly ob-
served ~not shown!. Such a Fresnel lens belongs to the
binary-phase category. In a binary phase Fresnel lens, the
a!Electronic mail: swu@mail.ucf.edu
FIG. 1. Left: method for fabricating nano-PDLC Fresnel lens. Right: the
photomask showing Fresnel zone structure.
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focal length f is related to the innermost zone radius r1 as
f 5r12/l , where l is the wavelength of the incident beam.
The primary focal length of our lens was ;50 cm ~for l
5633 nm). Due to the higher-order Fourier components,
Fresnel zone lens has multiple foci at f , f /3, f /5, etc. How-
ever, the majority of the incident light diffracts into the pri-
mary focus. The theoretical diffraction efficiency of the pri-
mary focus for the binary-phase Fresnel lens is 41%.12
To characterize the light focusing properties of the
PDLC Fresnel lens, we measured the image quality and the
3D spot intensity profiles. Figure 2 depicts the experimental
setup. The collimated He–Ne laser beam has ;1 cm diam-
eter which fills the entire zone plate. To study the light fo-
cusing properties of the primary focal point, the charge
coupled device ~CCD! camera ~SBIG model ST-2000XM!
was set at 50 cm from the Fresnel lens and the data were
analyzed by a computer.
To evaluate the image quality of the PDLC Fresnel lens,
a black cardboard with transparent alphabet R was placed
between lens L2 and sample. The CCD camera was set at
;25 cm behind the sample. Figures 3~a! and 3~b! show the
photos without and with the sample, respectively. When the
sample is absent, no focusing effect occurs. Once the LC
Fresnel lens is in position, a clear but smaller image is ob-
served, although some circular noises exist due to diffraction.
When the CCD camera was moved to the focal point, a tight
spot appeared in the center, as shown in Fig. 3~c!. These
results indicate that the sample indeed behaves like a lens.
To characterize the voltage-dependent light diffraction
efficiency, we measured the 3D profiles of the outgoing
beams using a digital CCD camera. Results are shown in Fig.
4. In the absence of the LC sample, the collimated light
intensity is relatively uniform and the average intensity is
300 arbitrary units, as shown in Fig. 4~a!. When the nano-
PDLC Fresnel zone plate is in position, a sharp focus occurs
at ;50 cm. Figures 4~b! and 4~c! show the transmitted beam
profiles at V50 and 180 Vrms , respectively. The peak inten-
sity reaches ;104. As the driving voltage increases, the peak
intensity gradually increases. At V5180 Vrms , the peak in-
tensity is nearly 1.5X as compared to that at V50. Further
increasing voltage would reorient the droplets along the elec-
tric field and then decrease the light intensity in the focal
spot. To avoid the electrode breakdown, our maximum volt-
age is limited to 225 Vrms .






FIG. 2. Experimental setup for studying the PDLC Fresnel lens. ND
5neutral density filter, L1 and L2 are lenses, l5633 nm.
FIG. 3. Imaging and focusing properties of the PDLC Fresnel lens recorded
by a CCD camera. ~a! Without sample, ~b! CCD at 25 cm from sample, and
~c! CCD at focal point.
FIG. 4. Spot intensity profiles measured by the CCD camera under different
conditions. ~a! Without sample, ~b! with sample at V50, and ~c! V
5180 Vrms . The diameter of the Fresnel zone plate is 1 cm and the focal
length is 50 cm.
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In Eq. ~1!, P denotes the transmitted laser power at the focal
point, P0 is the background noise, and Pt is the total incident
power after passing through the sample. In this experiment,
we used a photodetector to measure the diffracted light
power. Results are plotted in Fig. 5. At V50, the diffraction
efficiency is h;32%. As the voltage increases to V
5180 Vrms ~or 12 Vrms /mm), the diffraction efficiency in-
creases to ;39%, which is approaching the 41% theoretical
limit. As the operating voltage exceeds 15 Vrms /mm, h starts
to decline.
The first order diffraction efficiency of a Fresnel lens is
determined by the relative phase difference ~Dd! between the
adjacent zones
Dd52pd~neven2nodd!/l , ~2!
where d is the cell gap, and neven and nodd are the effective
refractive index of the LC composite in even and odd zones,
respectively. The maximum efficiency is reached when Dd
;p . Our results plotted in Fig. 5 imply that the initial Dd at
V50 is slightly larger than p. As the applied voltage ex-
ceeds ;3 V/mm, the LC composites in the even rings start
to be reoriented by the electric field while the odd rings
remain basically unaffected due to their smaller droplet sizes.
Thus, Dd is approaching p and diffraction efficiency slightly
increases. As the voltage keeps on increasing, the LC com-
posites in the even and odd rings are both reoriented by the
electric field. Beyond 12 V/mm, both neven and nodd are re-
duced and Dd drops to below p. From this point on, the
diffraction efficiency declines continuously.
The switching speed of the lens was measured using a
square wave of 100 ms width and 180 Vrms ~1 kHz! pulse
amplitude. The rise and decay times were measured to be
200 ms. From this result, we estimate that the average LC
droplet size in the even zones is ;300 nm. The odd zones
should have a smaller droplet size due to the stronger UV
exposure.
Similar to other composite systems,13 our subwavelength
LC composites would also have imperfect spherical droplet
shapes and nonuniform size distribution. The required volt-
age to reorient these fine droplets is relatively high. Holo-
graphic PDLC is such an example.14 Ideally, if the LC drop-
lets can be completely reoriented by the electric field and the
ordinary refractive index of the LC matches that of the poly-
mer matrix, then Dd→0 and h→0 would occur in the high
voltage regime. However, it is difficult to make nodd5neven
because the smaller LC droplets in the odd zones experience
a stronger anchoring force than those in the even zones.
Thus, the required voltage for completely turning off the
Fresnel diffraction would be very high.
To overcome the high voltage problem of the subwave-
length PDLC Fresnel lens, several approaches can be consid-
ered. For example, one can use a thinner cell filled with a
high birefringence (Dn.0.4) and high D« LC. Adding a
small amount of surfactant to the PDLC film is found useful
for lowering the voltage while retaining a high diffraction
efficiency.15
In conclusion, we have demonstrated an electrically tun-
able Fresnel lens using a nano-PDLC zone plate. Such a lens
is polarization independent and has fast switching speed. The
diffraction efficiency of the Fresnel lens we fabricated ap-
proaches the theoretical limit at ;12 V/mm.
The authors are indebted to Yi-Pai Huang for designing
the photomask. This work is supported by DARPA under
Contract No. DAAD19-02-1-0208.
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FIG. 5. Voltage-dependent diffraction efficiency of the PDLC Fresnel lens.
The LC employed is E48, cell gap d515 mm, and l5633 nm.
1517Appl. Phys. Lett., Vol. 83, No. 8, 25 August 2003 Ren, Fan, and Wu
